
Bonas Textile Solutions 
 
Split Adjustable Terry Heck, the Bonas Textile Solution for Terry Fabrics 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

One of the possibilities of the Split Adjustable Terry Heck, which is only possible on 
Bonas, is to give an additional separation of ground and pile ends to allow easier crossing in 
the reed dent at different timing. 
An independent adjustment between the first and last heddle of pile as well as the first and 
last heddle of ground is possible and very easy to adjust, simply by turning some screws. 
 

 
 

        

Pile adjustment 

Textile problem: weaving pile errors, also known as 
Reverse Terry in some countries, is the formation of pile 
on the wrong side of the terry fabric.  
Due to multiple pile and ground ends in one reed dent, it 
may occur that the pile that should be formed on the 
backside of the fabric is pulled up to the front by the 
neighboring yarns moving upwards. 
This is very disturbing in case pile ends of different colors 
are used for making the design.  
As shown in the picture on the right, white pile ends are 
pulled to the front on the fabric, resulting in white “spots” 
or “reverse half loops” on the blue surface. 
 

The Split Adjustable Terry Heck 



A self-explaining example of the textile regulation with Split Adjustable Terry Heck 
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Without Adjustable Split Terry Heck With Adjustable Split Terry Heck 


